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SPECIAL ORDER FITTINGS

P1474P1356

P1034

P1953

P2356 & P2356-6

Part No. A B

mm
P2356 90º 175
P2356-6 97.5º 193

P1035P1992

P1357

P1070

P1993P1579
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P1945P4347

P1736

P1032

P1954

P1955P4376-A

P4376

P1046-A

P1073
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BEAM CLAMPS

P1386
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1000 270
P2000 200

Standard finish: HG & SS
Weight: 101g each
Max. flange thickness equals 13mm Recommended torque 70Nm.

N.B. M12 x 40 bolt and channel nuts to be ordered separately

P1271
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1271 230

Standard finish: HG & SS
Weight: 477g each
Max. flange thickness equals 22mm when used with P1000 Channel
Cone-pointed screw – torque 20 Nm

N.B. Screws included with bracket

P2489
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1000 300
P2000 125

Standard finish: HG
Weight: 220g each
Max. flange thickness equals 22mm Cone-pointed screw-torque 12Nm.

N.B. Screw included with bracket

P1272
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1272 200

Standard finish: HG & SS
Weight: 137g each
Max. flange thickness equals 22mm when used with P1000 Channel
Cone-pointed screw – torque 10Nm

N.B. Screw included with bracket

FITTINGS & CHANNEL ACCESSORIES



Order via: sales@crestabuildingproducts.com - Tel: 01342 410141 Section 3535/39

35

P1796
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1796 220

Standard finish: HG & SS
Weight: 430g each
Max. flange thickness equals 22mm 
Cone-pointed screw – torque 15Nm

N.B. Screw included with bracket

P1796-A
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1796-A 220

Standard finish: HG & SS
Weight: 390g each
Max. flange thickness equals 22mm when used with P3300/P4000
Channel
Cone-pointed screw – torque 15Nm

N.B. Screw included with bracket

P1983
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf
P1983 270

Standard finish: HG & SS
Weight: 508g each
Max. flange thickness equals 46mm when used with P1000 Channel
Cone-pointed screw included – torque 20Nm

N.B. M12 screw and channel nuts to be ordered separately

P2785
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf (fitting only)
P1000 455
P2000 455
P3300 455
P3301 455
P4000 455
P4001 455

Standard finish: ZP & SS
Weight: 360g each
Max. clamping height 22mm
Hex nuts – torque 22Nm

FITTINGS & CHANNEL ACCESSORIES
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P2786
MIN. OF TWO FIXINGS TO BE USED

Recommended
Max. load per clamp

Kgf (fitting only)
P1001 455
P2001 455
P5000 455
P5500 455

Standard finish: ZP & SS
Weight: 400g each
Max. clamping height 22mm
Hex nuts – torque 22Nm

P1386-S1
FIXING CLAMP

Standard finish: ZP
Weight 42g each

3mm thick fixing clamp for fixing cable ladder to Unistrut Channel
M10 screw and channel nut to be ordered separately

P3087
USE IN PAIRS

Part No. P3087 consists of: 1-P3087 A*, 1-P3087 B

Pull out Slip

Kgf Kgf
P1000 400 360
P2000 225 135

Standard finish: HG & SS
Weight 670g pair
If the load does not act centrally within dim A then the above loads
should be halved
Loads quoted apply to both hot-dip galvanised and stainless steel
materials
Cone-pointed screws – torque 22Nm
Length of Unistrut channel (not included) = Dim. A less 25mm
*inc. two screws

FITTINGS & CHANNEL ACCESSORIES
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P2663T

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1000 P2000 kg
P2663T/150 175 639 450 0.82
P2663T/300 325 330 304 1.24
P2663T/450 475 222 205 1.65
P2663T/600 625 167 154 2.06
P2663T/750 775 134 124 2.47

Standard finish: HG
Two bolt fixing
Can be used in the inverted position

P2663

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1000 P2000 kg
P2663/150 160 680 450 0.80
P2663/300 310 356 304 1.17
P2663/450 460 240 205 1.59
P2663/600 610 181 154 2.03
P2663/750 760 143 124 2.53

Standard finish: HG & SS
Two bolt fixing
Can be used in the inverted position

CANTILEVER ARMS

P2664

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1000 P2000 kg
P2664/150 150 680 450 0.91
P2664/300 300 475 280 1.40
P2664/450 450 300 180 1.69
P2664/600 600 225 140 2.23
P2664/750 750 180 118 2.58

Standard finish: HG & SS
UK Patent No. 2031751
Single bolt fixing (top hole only required)
Can be used in the inverted position to that illustrated

P2668

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1000 P2000 kg
P2668/150 160 680 450 0.80
P2668/300 310 356 304 1.17
P2668/450 460 240 205 1.59
P2668/600 610 181 154 2.03
P2668/750 760 143 124 2.53

Standard finish: HG & SS
Two bolt fixing
Can be used in the inverted position
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P2667

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1000 P2000 kg
P2667/300 310 356 304 2.20
P2667/450 460 240 205 2.60
P2667/600 610 181 154 2.99

Standard finish: HG
Two bolt fixing
Can be used in the inverted position

N.B. Other lengths available to order

P2665

Part No. A Recommended UDL Kgf Weight 
for vertical channel each

mm P1001 P2001 kg
P2665/300 310 609 304 2.13
P2665/450 460 410 205 3.01
P2665/600 610 309 154 3.72
P2665/750 760 248 124 4.66

Standard finish: HG & SS
Single bolt fixing (top hole only required)

P5665

Part No. A Recommended Weight 
UDL Kgf each

mm kg
P5665/150 160 169 0.32
P5665/300 310 87 0.48
P5665/450 460 58 0.63
P5665/600 610 44 0.78

Standard finish: HG 
M5 Cantilever Arm for use with P1000 Channel
Can be used in the inverted position to that illustrated
Single bolt fixing (top hole only required)

P2666

Part No. A B Recommended UDL Kgf Weight 
for vertical channel each

mm mm P1000 P2000 kg
P2666/750 760 270 460 230 4.63
P2666/900 910 330 460 230 4.78
P2666/1050 1060 380 460 230 5.67

Standard finish: HG & SS
Two bolt fixing
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P2491R

Standard finish: PG
Weight: 247g
U.D.L. on Brackets 160 Kgf

P2497R

Standard finish: PG
Weight: 1006g
U.D.L. on Brackets 110 Kgf

TRAYING ARMS

P2494R

Standard finish: PG
Weight: 580g
U.D.L. on Brackets 140 Kgf

P2500R

Standard finish: PG
Weight: 1575g
U.D.L. on Brackets 100 Kgf

P1075-8

Design Moment (Nm) 
for Channel  indicated* 

P1000 P2000
500 450

Standard finish: HG
Weight: 1050
Registered Design No. 950703
Suitable for P1000/P2000
*Applies only to fittings and not strength of Unistrut Arm

FITTINGS & CHANNEL ACCESSORIES
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P3/4240
END CAP

Standard finish: White & Black P.V.C.
Weight: 3g

For P3300 & P4000 & combinations

P2750/1
NYLON ROLLER & CARRIAGE

Standard finish: Self colour white
Weight: 68g 
Recommended loading: 40 Kg 

For use in P1000 channel

P2749
STEEL ROLLER & CARRIAGE 

Standard finish: ZP
Weight: 95g
Approx. design load 23Kg

For use in P1000 channel

P1/2240
END CAP

Standard finish: White & Black P.V.C.
Weight: 5g

For P1000 & P2000 & combinations

P1184-F
CLOSER STRIP

Standard finish: PG
Length: 3m
Weight: 0.36 Kg/m

P1184-P
CLOSER STRIP

Standard finish: White & Black P.V.C.
Length: 3m
Weight: 0.16Kg/m

FITTINGS & CHANNEL ACCESSORIES
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CHANNEL SPRUNG NUT

M6 M8 M10 M12 M16

Kg/100 Kg/100 Kg/100 Kg/100 Kg/100
P4006M6 3.10 – – – –
P4007M8 – 3.53 – – –
P4008M10 – – 3.90 – –
P4010M12 – – – 3.63 –

Standard finish: ZP,HG & SS
Suitable for  P3300, P4000, P3370 & P4270

CHANNEL SPRUNG NUT

M6 M8 M10 M12 M16

Kg/100 Kg/100 Kg/100 Kg/100 Kg/100
P1006M6 3.26 – – – –
P1007M8 – 3.53 – – –
P1008M10 – – 3.95 – –
P1010M12 – – – 4.78 –
P1013M12 – – – 3.43 –

Standard finish: ZP,HG & SS
Suitable for  P1000, P2000 & P3270

NUTS, WASHERS, SCREWS AND BOLTS

MATERIALS
Unistrut nuts, with the exception of P1012/M16, are made from SAE 1010 cold
heading quality steel bar with unique designed teeth to ensure a positive biting
action into the inturned edge of the Unistrut channel.

THREADS
All nuts and screws have metric coarse screw threads.

FINISHES
The standard finish to all nuts and screws is a zinc electroplated coating Fe/Zn
5c 1A BS 1706: 1990 or BS 3382: Part 2: 1961. Clear passivated.
Unistrut nuts, screws washers, hex nuts etc are also available in stainless steel
and HG.

STUD NUT

M6 M8 M10 M12 M16

M6 x 30SN (4.00) M8 x 30SN (5.20) M10 x 30SN (6.40) M12 x 30SN (7.30) M16 x 63SN (12.89)*
M8 x 50SN (6.00) M10 x 50SN (7.60) M12 x 50SN (9.10) M16 x 102SN (27.20)*

M10 x 75SN (9.20) M12 x 75SN (11.40)
M12 x 100SN (21.11)

Standard finish: ZP

*M16 forges stud nut
Fits all channel sizes

CHANNEL NUT

M6 M8 M10 M12 M16

Kg/100 Kg/100 Kg/100 Kg/100 Kg/100
P3006M6 3.10 – – – –
P3007M8 – 3.53 – – –
P3008M10 – – 3.80 – –
P3010M12* – – – 4.63 –
P3013M12 – – – 3.63 –
P1012M16* – – – – 8.00

Standard finish: ZP,HG & SS

Suitable for  P1000, P2000, P3300, P4000, P5000, P5500 & P3270
*Not suitable for P3300 & P4000 channels

FITTINGS & CHANNEL ACCESSORIES
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SS2A to SS2N
CLAMP

Part No. Nom OD Material Hole Weight
bore A B size size each
mm mm mm mm mm g

SS2/A 15 21 66 32 x 3 14 59
SS2/B 20 27 73 32 x 3 14 70
SS2/C 25 34 81 32 x 3 14 84
SS2/D 32 43 90 32 x 3 14 100
SS2/E 40 48 96 32 x 3 14 112
SS2/F 50 60 96 32 x 3 14 135
SS2/G 65 76 113 32 x 3 14 165
SS2/H 80 90 125 32 x 3 14 189
SS2/J 90 102 137 32 x 3 14 214
SS2/K 100 115 150 32 x 3 14 240
SS2/L 125 140 175 32 x 3 14 287
SS2/M 150 168 204 32 x 3 14 342
SS2/N 200 220 255 32 x 3 14 442

Standard finish: Galv & SS
Weight 477g each

M1108 TO M1155
CLAMP

Part No. Min Max Weight Part No. Min Max Weight

mm mm g mm mm g
M1108 8.7 10.3 35 M1132 82.6 88.1 189
M1109 10.3 12.7 37 M1133 88.1 95.2 203
M1110 11.9 13.5 38 M1134 95.2 100.0 219
M1111 13.5 14.3 39 M1135 100.0 106.4 273
M1112 14.3 16.7 40 M1136 106.4 111.1 286
M1113 15.9 18.3 41 M1137 111.1 120.7 296
M1114 18.3 20.6 45 M1138 120.7 129.4 318
M1115 19.0 21.4 47 M1139 129.4 138.1 343
M1116 21.4 25.4 49 M1140 138.1 149.2 348
M1117 25.4 27.8 53 M1141 149.2 161.9 376
M1118 27.0 30.2 64 M1142 161.9 174.6 410
M1119 30.2 33.8 72 M1143 174.6 182.6 423
M1120 31.8 35.9 72 M1144 182.6 190.5 466
M1121 34.9 39.7 79 M1145 190.5 203.2 491
M1122 39.7 42.9 84 M1146 203.2 212.7 501
M1123 42.9 46.8 90 M1147 212.7 225.4 505
M1124 46.8 50.8 128 M1148 225.4 238.1 524
M1125 48.4 52.4 131 M1149 238.1 250.8 555
M1126 52.4 58.7 137 M1150 250.8 263.5 576
M1127 58.7 63.5 150 M1151 263.5 276.2 592
M1128 63.5 68.3 160 M1152 276.2 288.9 624
M1129 68.3 73.0 164 M1153 288.9 301.6 654
M1130 73.0 79.4 171 M1154 301.6 314.3 679
M1131 76.2 82.6 175 M1155 314.3 327.0 699

Standard finish: ZP & SS
Screw and nut included

PIPE SUPPORTS AND FITTINGS – STEEL PIPES
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ROOF CHANNEL BASE PLATE




